
Filename: FM23534-BK - Blade

Manufacturer: KUZCO LIGHTING

Luminaire: CEILING MOUNT/ FLUSH MOUNT

Luminaire Cat: FM23534-BK

Lamp: DC LED

Lamp Cat: N/A

Ballast Desc: INPUT: 120VAC 0.3A 50/60Hz. OUTPUT: 18-40VDC 
700mA

Ballast Cat: NE032120070-2G

Lamp Output: Total luminaire Lumens: 1926

Max Candela: 251.1 at Horizontal: 40°, Vertical: 45° 

Input Wattage: 25.6

Luminous Opening: Rectangle (L: 33.5", W: 33.5")

Test: 2167-23

Test Date: 15 May 2023

Test Lab: KUZCO LIGHTING

Photometry : Type C

CIE Class: Semi-Direct

Cutoff Class: Noncutoff

Zonal Lumen Summary
Zone Lumens % Luminaire

0-30 191.9 10%

0-40 339.0 17.6%

0-60 709.4 36.8%

60-90 451.3 23.4%

70-100 373.4 19.4%

90-120 356.8 18.5%

0-90 1,160.6 60.3%

90-180 765.4 39.7%

0-180 1,926.0 100%

Lumens Per Zone
Zone Lumens  % Total   Zone Lumens % Total

0-10 20.9 1.1%   90-100 103.7 5.4%

10-20 63.7 3.3%   100-110 122.1 6.3%

20-30 107.3 5.6%   110-120 131.0 6.8%

30-40 147.1 7.6%   120-130 125.4 6.5%

40-50 178.8 9.3%   130-140 107.5 5.6%

50-60 191.6 9.9%   140-150 81.6 4.2%

60-70 181.6 9.4%   150-160 53.6 2.8%

70-80 155.0 8.0%   160-170 30.0 1.6%

80-90 114.7 6.0%   170-180 10.4 0.5%

Photometrics Pro 1.3.29 copyright 2003-2023 by jSolutions, Inc.
Reported data calculated from manufacturer's data file, based on IES recommended methods.

Page 1 of 1Photometric Report: FM23534-BK - Blade

2023-05-16file:///C:/ProgramData/PhotometricsPro/temp/FM23534-BK_-_Blade_rep.htm


